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WILA Motorized Anti-Deflection System Cylinders produced from forged steel and

[Standard).
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chrome plated pistons pass safety and
security tests under high pressure.

At SpeedErmak,

2 s [X, R servo motorized back gauge

Motorized automatic crowming

2D graphical screen, automatic bend sequence, optimization

and etc. numerous equipments and features are provided as standard.

SPEEDS:

Rapid Speed 200 mm/sec

Working Speed 20 mmfsec [while the distance between punch and plate is 6 mm)
Return Speed 200 mmy/sec

Low stopping distance by speedy reacting time (1 msec) with used electronic components
Continuously speed and stopping distance conirol, automatic mute point adjustment from the CNC
“Box”™ mode can be used while the plate blocks the laser. Height of the box edge blocks
the laser can be programmed at the CNC. Thus the existence of the block is being controlled
and bending completed without stopping.

The working speed can raise to 20 mmysec while the distance between punch and plate is & mm.

Mute point adjustment, laser beam alignment, preventing the working
speed faults by CNC controller

Saving time and increasing productivity by interactive online fault messages

NEW GENERATION PRESS BRAKI

Hydraulic system with proportional CQuick release tool holder system provides
valve technology which supply oil flow user to change the tools easily. (Standard)
to cylinders at the same or seperate times.












