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Blade Dimensions

Blade Drive

Blade Wheel Diameter

Blade Speed 

Hydraulic Drive

Coolant Tank Capacity 

Table Height

Machine Weight 

Machine 
Dimensions

H 2 6 / 4 2

26" h x 42" w 660 x 1067mm
30" 762mm

(40" Beam) (1015 mm Beam)

n/a n/a

n/a n/a

33' 10058mm
2 5⁄8 " 67mm

20 hp 15 kW

38" 965mm

75-300 SFM 23-91 m/min

3 hp 2.2kW

50 US Gal 190 litres

38" 965mm

28,000 lbs 12700kg

217" W 5511mm
82" L 2083mm

137" H 3480mm

S - 3 5 P

32" h x 42" w 813 x 1067mm
32" 813mm

30" h x 32" w 762 x 813mm
32" 813mm

30" h x 22" w 762 x 559mm
24" 610mm

29'8" 9042mm
2" 51mm

10 hp 7.5 kW

32" 813mm

65-350 SFM 20-107 m/min

5 hp 4kW

25 US Gal 97 litres

36" 914mm

13,200 lbs 5987 kg

196" W 4978mm
84" L 2133mm

91" H (head down) 2311mm
176" H (head up) 4470mm

S A W  S P E C I F I C A T I O N S

C A PA C I T Y
90°

C A PA C I T Y
45°

C A PA C I T Y
30°
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Our Rock Solid Pledge
promises you the best 
cost-per-cut solution,

the latest in design and 
engineering technologies,

only high quality components 
and excellent customer 

service for your Hyd•Mech 
sawing system.

Complete Beam Line with Material Handling Cross Conveyors  Available

Up to 40" Beam Capacity 1016 mm

F A B R I C A T I O N  S A W S



Laser Light Positioning
The Optional Laser Light projects a straight line across
the section allowing the operator to accurately position
the material for the cut.

Descent Meter
Reads Linear inches on the Head descent with an LCD
readout on the control panel by adjusting the feed rate.

User Friendly Controls
Ergonomically located at easy operating height. All 
controls and functions clearly labeled. Includes Feed Rate
and Cutting Pressure Dials, Fast Approach lever and
Emergency Stop Button.

Hydraulic System
Hydraulic system controls all vising, head up/down,
blade tension, guide arms and shuttle. Conveniently
located in a “swing out” compartment for easy access
and enhanced serviceability.

Large Band Wheels
Constructed from heavy cast iron, the Band Wheels 
are canted creating less blade twist resulting in longer
blade life (H-26/42 only).

Heavy Duty Gear Box
Motor connected directly to the Gear Box which is controlled
by an AC Inverter Drive providing a large range of band
speeds. An LCD displays the feed rate and speed on the 
control panel.

STANDARD FEATURES:

• 20 HP VFD 
Blade Drive

• Descent Meter
• 3 HP Hydraulic Drive
• 2 5/8" Blade 
• 12° Canted Head
• Hydraulic Guide Arm

Positioning
• Carbide Guide Inserts
• 4" Hydraulic Driven

Blade Brush
• Hydraulic Blade

Tensioning
• Blade Breakage

Switch
• Chip Auger
• Flood Coolant
• Wash Down Hose

OPTIONS:

• Hydraulic 
Overhead Clamp

• Laser Beam Light
• Outboard Vise
• Mist coolant system

MATERIAL HANDLING:

• Idler Roller 
Conveyors

• Powered 
Roller Conveyors

Note: Photos may show optional equipment.

F A B R I C A T I O N  S A W S

S-35P

OPTIONS:
• Hydraulic Overhead Clamp 
• Fixed Squaring Vise
• Laser Beam Light
• Mist Coolant System

MATERIAL HANDLING:
• Idler Roller Conveyors
• Powered Roller Conveyors

• Hydraulic Blade
Tensioning

• Blade Breakage Switch
• Automatic “PECK” Cutting
• Variable Vise Pressure 
• Flood Coolant
• Wash Down Hose

STANDARD FEATURES:

• 10 HP VFD Blade Drive 
• 5 HP Hydraulic Drive
• 2" Blade
• Hydraulic Guide Arm

Positioning
• 4" Hydraulic Driven

Blade Brush

H-26/42 Dual Post 
Horizontal Band Saw with Canted Head

Cuts up to 40" Beam!

Heavy Duty Production Cutting Band SawsH-26/42

S-35P 
Miter Cutting 
Band Saw
Miters up 
to 60°!


