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H-FRAME

3-AXIS
HORIZONTAL POSITIONER
• Adopts maintenance-free AC servo

motors and absolute encoders
• Tailstock comes with a through hole for

easy electrical and pneumatic routing
• Dedicated current collector and welding

cable connecting terminals
• Teach pendant can teach both robot 

and positioner
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AX-V4 MANIPULATOR

200.91"
(5103.2 mm)

232.68"
(5910.0 mm)

29.53"
(750.0 mm)

59.06"
(1500.0 mm)

64.95"
(1649.7 mm)

29.53"
(750.0 mm)

29.53"
(750.0 mm)

73.15"
(1858.0 mm)

134.00"
(3403.6 mm)

163.58"
(4154.9 mm)

LIGHT
CURTAINS

TURNTABLES

188.00"
(4775.20 mm)

203.00"
(5156.20 mm)

31.02"
(788.00 mm)

102.36"
(2600.00 mm)

27.18"
(690.39 mm)

37.00"
(940.00 mm)

67.17"
(1706.20 mm)

10'-2" (3,105.09 mm)
12'-3" (3,745.14 mm)
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48" (1219.2 mm) Diameter
   60" (1524.0 mm) Diameter
      72" (1828.8 mm) Diameter

7'-2" (2,175 mm)
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Pre-Engineered Standard Systems Designed to Install Quickly on Your Manufacturing Floor

STATIONARY TABLESFERRIS WHEELS

OPTIONS
• Arc Monitoring

• Touch Screen Operation

• Seam Finding / Tracking

• PC Program Storage

• Program Editing

• Offline Programming

• Wide Variety of Welding
Power Sources

SAFETY
• Tamper resistant safety interlocks

• Fully enclosed robot operating area

• Protective arc shield

• Light curtains prevent operation when
entering working area

• RIA / ANSI compliant

T SERIES FW SERIESH SERIES E SERIES

Model Table Drive Payload Index Index 
Number Diameter Method Range Speed

T48 48 Inches
550 lbs. (250 kg)Pneumatic

per side
T60A 60 Inches

180°
2 position

4 sec. avg.

T60S 60 Inches
660 lbs. (300 kg)Servo, PLC

per side
T72S 72 Inches

Model Tooling Drive Payload Index
Number Dimensions Method Index Speed

AXFW-250 102.36” x 41.34”
550 lbs. (250 kg)

4 sec. avg.
(2600 mm x 1050 mm)

per side

AXFW-500
118.11” x 41.34”

Servo, PLC
1100 lbs. (500 kg)

5 sec. avg.(3000 mm x 1050 mm) per side

AXFW-1000

137.79” x 41.34”
2200 lbs. (1000 kg)

6 sec. avg.(3500 mm x 1050 mm)
per side

Model Tooling Drive Payload Index
Number Dimensions Method Index Speed

AXHF-500
59.06” x 39.37”

Servo, PLC
1100 lbs. (500 kg)

5 sec. avg.(1500mm x 1000 mm) per side

Model Table Payload
Number Dimensions

E120
24” x 32”

2000 lbs. (907 kg)

(600 mm x 800 mm)

per side

E120L
36” x 40”

(914 mm x 1219 mm)

Specifications SpecificationsSpecifications Specifications

Shown without side panels for viewing

T60A shown with optional
touch screen operation station

and optional PLC.

AXFW-250 shown with
optional additional robot

and Teach Deck

This workhorse is
designed to handle
large components 
up to 3500mm in
length and 1050mm 
in diameter.

Compact design 
is ideal for 
complex parts 
in small spaces.

Designed for small and
medium size parts with
minimal operator
movement required.

Economically designed
with fixed tables for
durability and high
cycle times.

QUICK & EASY SETUP
• Shipped pre-assembled to reduce installation time

• Fork-lift pockets allow for easy placement in your
manufacturing area

• Up and running in just a few hours

• Single point station controls for all cell functions

E120
E120L

AXHF-500
with AX-V4 AP


